
 Chemical Composition: 

Silicon Dioxide SiO2 < 23.00 Insoluble Residue IR < 0.50 

Aluminum Oxide Al2O3 < 6.00 Free Lime Free 
CaO < 1.50

Ferric Oxide Fe2O3 < 4.50 Lime Saturation Factor LSF > 93.00 
Calcium Oxide CaO > 64.00 Silica Module SiM > 2.20 
Magnesium Oxide MgO < 3.00 Alumina Module AlM < 1.70 
Sulphur Trioxide SO3 < 2.00 Tricalcium Silicate C3S > 60.00 
Loss on Ignition LOI < 1.00 Dicalcium Silicate C2S < 22.00 
Sodium Oxide Na2O < 0.80 Tricalcium Aluminate C3A < 10.00 

Potassium Oxide K2O < 0.90 Tetracalcium Alumino 
Ferrite C4AF < 14.00 

Chloride Cl < 0.05 

Physical and Reactivity: 

Size Distribution: (%) 

0.0-1.0mm 
< 10.0 Litric Weight LW < 1.40 

1.0-5.0mm < 20.0 Moisture < 0.50 

5.0-30.0mm > 60.0 

*2 Days Reactivity @ Fineness of 8% at 45
mic. 

At 2.6 ± 0.2% SO3 Content, Mpa 

> 20.0 

30.0-50.0mm < 10.0 

*28 Days Reactivity @ Fineness of 8% at
45 

mic. At 2.6 ± 0.2% SO3 Content, Mpa 

> 44.0 
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