
No Thickener Base Oil Temperatur
e (C°)

Water 
Resistance Other Specifications

1 Sodium Soap Mineral Oil -20 C° to 
100 C°

Not 
resistant

To Emulsify with water 
To liquefy under some 
conditions

2 Lithium Soap Mineral Oil -30 C° to 
100 C°

Resistant 
up to 90 C°

Multi-Purpose Grease 
To Emulsify with 
water, but to get softer 
with larger quantities.

3 Lithium Complex 
Soap Mineral Oil -30 C° to 

140 C° Resistant
Multi-Purpose Grease 
High thermal 
resistance

4 Calcium Soap Mineral Oil -20 C° to 70 
C°

Highly 
resistant

Highly water resistant 
Penetrated water is 
not absorbed

5 Aluminum Soap Mineral Oil -20 C° to 70 
C° Resistant Highly water resistant

6 Sodium Complex 
Soap Mineral Oil -30 C° to 

160 C°
Resistant 
up to 80 C°

High thermal resistant 
High load resistant

7 Calcium Complex 
Soap Mineral Oil -30 C° to 

120 C°
Highly 
resistant

Multi-Purpose Grease 
High thermal resistant 
High load resistant 
High speed resistant 
(Depend on base oil 
viscosity)

No Thickener Base Oil Temperatur
e (C°)

Water 
Resistance Other Specifications

8 Barium Complex 
Soap Mineral Oil -20 C° to 

120 C°
Highly 
resistant

High thermal resistant 
High load resistant 
High speed resistant 
(Depend on base oil 
viscosity) Steam 
resistant

spECIFICATION OF Grease 



9 Poly Urea Mineral Oil -20 C° to 
160 C° Resistant

High thermal resistant 
High load resistant 
High speed resistant

10 Aluminum 
Complex Soap Mineral Oil -30 C° to 

140 C° Resistant

High thermal resistant 
High load resistant 
High speed resistant 
(Depend on base oil 
viscosity)

11 Bentonite Mineral or 
Ester Oil

-20 C° to 
160 C° Resistant

Gel Grease High 
thermal resistant at 
low speed

12 Lithium Soap Ester Oil -60 C° to 
120 C° Resistant

Recommended for low 
temperature and high 
speed

13 Lithium Complex 
Soap Ester Oil -50 C° to 

160 C° Resistant
Multi-Grade Grease 
suitable for a wide 
temperature range

14 Barium Complex 
Soap Ester Oil -40 C° to 

120 C° Resistant

Recommended for 
high speed and low 
temperature Steam 
resistant

15 Calcium Complex 
Soap Ester Oil -40 C° to 

120 C° Resistant

Recommended for 
high speed and low 
temperature Steam 
resistant

16 Lithium Soap Silicone Oil -40 C° to 
170 C°

Highly 
resistant

Recommended for 
high and low 
temperature at low 
load and low to 
medium speed
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