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It is used in industries like paints, resin , army . To avoid freezing of Hydrolic jacks and oiling the instruments is being used vastly.

Specification of Glycerine

Glycerine (Industrial Grade)

PARAMETERS SPECIFICATION |METHODS
GLYCEROL CONTENT , %WT 98 MIN USP 38
KARL FISCHER
0
MOISTURE CONTENT , %WT 1 MAX COULOMETER
SPECIFY
SPECIFIC GRAVITY , 25/25 °C 1.2500 MIN GRAVITY
METERS
COLOR , APHA 10 MAX AOCS Ea 9-65
RESIDUE ON IGNITION , %WT 0.01 MAX USP 38
CHLORIDE , ppm C1 30 MAX USP 38
SULPHATE , ppm SO4 20 MAX USP 38
HEAVY METALS , ppm Pb 5 MAX USP 38
CHLORINATED COMPOUNDS , ppm C1 30 MAX USP 38
;ATTY ACID & ESTERS , m1 OF 0.5 N NaOH/50 20 MAX USP 38
DIETHYLEN GLYCOL AND
RELATEDCOMPOUNDS , %WT 1.0 MAX sk 38
usp
ORGANIC VOLATILE IMPURITIES , %WT - 38
SPECTROFOTOM
INFRARED ABSORPTION DETECTABLE ETER IR
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Glycerine 99-99.2% cosmetic grade is vastly used in hair and skin protection products , in soaps also in perfume as essence and in detergents . also it is used in pastes , face and hand

Specification of Glycerine

Glycerine (Cosmetic Grade)

PARAMETERS SPECIFICATION METHODS
GLYCEROL CONTENT , %WT 98 MIN USP 38
KARL FISCHER
[
MOISTURE CONTENT , %WT 1 MAX COULOMETER
SPECIFY
SPECIFIC GRAVITY , 25/25 °C 1.2500 MIN GRAVITY
METERS
COLOR, APHA 10 MAX AOCS Ea 9-65
RESIDUE ON IGNITION , %WT 0.01 MAX USP 38
CHLORIDE , ppm C1 30 MAX USP 38
SULPHATE , ppm SO4 20 MAX USP 38
HEAVY METALS , ppm Pb 5 MAX USP 38
CHLORINATED COMPOUNDS , ppm C1 30 MAX USP 38
FATTY ACID & ESTERSg, m1 OF 0.5 N NaOH/50 2.0 MAX USP 38
DIETHYLEN GLYCOL AND
RELATEDCOMPOUNDS , %WT 1.0 MAX usP 38
uUspP
ORGANIC VOLATILE IMPURITIES , %WT - 38
INFRARED ABSORPTION DETECTABLE SPEC[;:I;;)F&TOM
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Specification of Glycerine

Glycerine (Food Grade)

Glycerine 99-99.5% is used in foods and drinks for making It sweet , it is sweet and help the

food to become expired lated It is in Carbohydrate group

PARAMETERS SPECIFICATION METHODS
GLYCEROL CONTENT , %WT 99.5 MIN USP 38
KARL FISCHER
0
MOISTURE CONTENT , %WT 0.5 MAX COULOMETER
SPECIFY
SPECIFIC GRAVITY , 25/25 °C 1.2606 MIN GRAVITY
METERS
COLOR , APHA 10 MAX AOCS Ea 9-65
RESIDUE ON IGNITION , %WT 0.01 MAX USP 38
CHLORIDE , ppm C1 10 MAX USP 38
SULPHATE , ppm SO4 20 MAX USP 38
HEAVY METALS , ppm Pb 5 MAX USP 38
CHLORINATED COMPOUNDS , ppm C1 30 MAX USP 38
FATTY ACID & ESTERSg, m1 OF 0.5 N NaOH/50 1.0 MAX USP 38
DIETHYLEN GLYCOL AND
RELATEDCOMPOUNDS , %WT 0.1 MAX usp 38
ORGANIC VOLATILE IMPURITIES , %WT - USP 38
INFRARED ABSORPTION DETECTABLE SPEE-_II—_E;)FI%TOM
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