
                                                          
  

Material Safety Data Sheet (MSDS) 

for APP Bitumen Membrane 

1. PRODUCT AND COMPANY IDENTIFICATION 

Product Name: Atactic Polypropylene (APP) Modified Bitumen Membrane 

Synonyms: APP Waterproofing Membrane, Modified Bitumen Sheet 

Recommended Use: Waterproofing for buildings, roofs, and infrastructure 

Manufacturer/Supplier: ATDM co. 

 

2. HAZARDS IDENTIFICATION 

Classification: Not classified as hazardous under normal use 

GHS Label Elements: None 

Hazard Statements: 

• Prolonged exposure to high temperatures may cause thermal burns. 

• Inhalation of fumes during heating may cause respiratory irritation. 

• Contact with skin or eyes may cause mild irritation. 

Precautionary Statements: 

• Avoid inhalation of heated vapors. 

• Use protective gloves and safety glasses when handling. 

• Ensure proper ventilation during installation. 

• Keep away from open flames and ignition sources. 

 

3. COMPOSITION / INFORMATION ON INGREDIENTS 

Component CAS Number Percentage 

Bitumen 8052-42-4 50-70% 

Atactic Polypropylene (APP) 9003-07-0 15-25% 

Mineral Fillers N/A 10-20% 

Polyester/Glass Fiber Reinforcement N/A 5-15% 

Additives & Stabilizers Proprietary <5% 

 



                                                          
  

4. FIRST AID MEASURES 

Inhalation: 

• Move to fresh air. Seek medical attention if irritation persists. 

Skin Contact: 

• Wash affected area with soap and water. If hot material contacts skin, cool with water but 

do not remove adhered bitumen. Seek medical attention if burns occur. 

Eye Contact: 

• Flush eyes with clean water for several minutes. Seek medical attention if irritation 

persists. 

Ingestion: 

• Not a likely route of exposure. Seek medical attention if swallowed. 

 

5. FIRE-FIGHTING MEASURES 

Suitable Extinguishing Media: 

• Dry chemical, carbon dioxide (CO₂), foam, or water spray. 

Unsuitable Extinguishing Media: 

• Do not use a direct water stream as it may spread the fire. 

Fire Hazards: 

• Combustible material. Emits toxic fumes upon combustion (CO, CO₂, hydrocarbons). 

Protective Equipment for Firefighters: 

• Wear self-contained breathing apparatus (SCBA) and full protective gear. 

 

6. ACCIDENTAL RELEASE MEASURES 

Personal Precautions: 

• Use protective equipment to avoid contact with skin and eyes. 

Environmental Precautions: 

• Avoid release into waterways. Dispose of waste in accordance with local regulations. 

Cleanup Methods: 

• Allow material to cool and solidify, then collect for disposal. 

 

7. HANDLING AND STORAGE 

Handling: 

• Avoid prolonged exposure to heat and direct sunlight. 



                                                          
  

• Ensure adequate ventilation during application. 

• Avoid inhalation of fumes from heated material. 

Storage: 

• Store in a cool, dry place away from ignition sources. 

• Keep rolls stacked in a stable manner to prevent falls. 

 

8. EXPOSURE CONTROLS / PERSONAL PROTECTION 

Occupational Exposure Limits: 

Component OSHA PEL ACGIH TLV 

Bitumen Fumes 5 mg/m³ (TWA) 0.5 mg/m³ (inhalable fraction) 

Engineering Controls: 

• Use local exhaust ventilation when heating bitumen membranes. 

Personal Protective Equipment (PPE): 

• Respiratory Protection: Use a NIOSH-approved respirator if fumes exceed exposure limits. 

• Hand Protection: Heat-resistant gloves when handling hot material. 

• Eye Protection: Safety glasses or goggles. 

• Skin Protection: Long sleeves and pants to minimize skin contact. 

 

9. PHYSICAL AND CHEMICAL PROPERTIES 

Property Value 

Appearance Black solid sheet 

Odor Slight bitumen odor 

pH Not applicable 

Melting Point 120-150°C 

Flash Point >250°C 

Solubility Insoluble in water 

Vapor Pressure Not applicable 



                                                          
  

Density 1.0-1.3 g/cm³ 

 

10. STABILITY AND REACTIVITY 

Reactivity: Stable under normal conditions. 

Hazardous Reactions: None under normal use. 

Conditions to Avoid: High heat, open flames, and prolonged UV exposure. 

Hazardous Decomposition Products: Carbon monoxide (CO), carbon dioxide (CO₂), hydrocarbons. 

 

11. TOXICOLOGICAL INFORMATION 

Acute Toxicity: Low toxicity under normal use. 

Skin Contact: Prolonged contact may cause irritation. 

Eye Contact: May cause irritation. 

Inhalation: Heated fumes may cause respiratory irritation. 

Chronic Effects: Prolonged exposure to bitumen fumes may lead to lung effects. 

 

12. ECOLOGICAL INFORMATION 

Environmental Impact: Not readily biodegradable. 

Persistence and Degradability: Low environmental mobility. 

Bioaccumulation Potential: Low. 

 

13. DISPOSAL CONSIDERATIONS 

Waste Disposal: Dispose of in accordance with local regulations. 

Contaminated Packaging: Dispose of as non-hazardous industrial waste. 

 

14. TRANSPORT INFORMATION 

UN Number: Not regulated 

DOT Classification: Not classified as hazardous for transport 

IMDG/IATA Classification: Not applicable 

 

15. REGULATORY INFORMATION 

• OSHA Hazard Communication Standard (29 CFR 1910.1200) – Non-hazardous under normal 

use. 

• TSCA (Toxic Substances Control Act) – All components listed. 

• REACH Regulation – Compliant. 

 


