
                                                          
  

 

Bitumen Membrane Specification 

 

1. General Information 

Product Name: Bitumen Waterproofing Membrane 

Type: APP (Atactic Polypropylene) / SBS (Styrene-Butadiene-Styrene) Modified Bitumen Membrane 

Application: Roofing, basements, tunnels, bridges, foundations, and waterproofing of concrete 

structures 

 

2. Technical Specifications 

Property APP Modified Membrane SBS Modified Membrane 

Thickness (mm) 3.0, 4.0, 5.0 3.0, 4.0, 5.0 

Width (m) 1.0 1.0 

Length (m) 10.0 10.0 

Reinforcement Type Polyester / Fiberglass Polyester / Fiberglass 

Softening Point (°C) > 150 > 100 

Tensile Strength (N/5cm) 
≥ 800 (Longitudinal) / ≥ 600 

(Transversal) 

≥ 500 (Longitudinal) / ≥ 400 

(Transversal) 

Elongation (%) ≥ 35 ≥ 45 

Cold Flexibility (°C) -5 to -10 -15 to -25 

Water Absorption (%) < 0.1 < 0.1 

Resistance to Water 

Pressure 
No Leakage (at 60 kPa) No Leakage (at 60 kPa) 

Fire Resistance Self-extinguishing Self-extinguishing 

 

3. Composition 

• Bitumen: Modified with APP or SBS for enhanced flexibility and durability. 

• Reinforcement: Polyester felt or fiberglass for tensile strength and stability. 



                                                          
  

 

• Coating: Sand, PE film, mineral granules, or aluminum foil (optional) for UV resistance and 

protection. 

 

4. Installation Method 

• Torch Applied: Heat-fused installation with a propane torch. 

• Self-Adhesive: Available upon request. 

• Cold Applied: Requires adhesive application. 

• Mechanically Fastened: For specific roof structures. 

 

5. Key Features & Benefits 

• Excellent waterproofing and weather resistance. 

• High tensile strength and elongation properties. 

• Resistant to aging, UV rays, and thermal shocks. 

• Flexible at low temperatures. 

• Easy application and maintenance. 

 

6. Storage & Handling 

• Store in a vertical position in a dry, shaded area. 

• Avoid direct sunlight and high temperatures. 

• Do not stack more than two rolls on top of each other. 

 

7. Compliance & Standards 

• ASTM D 5147 / D 6164 / D 6222 

• EN 13707 / EN 13969 

• ISO 9001:2015 Certified Production 

 


